


         Rated Specifications 
 

SANARG 200P SANARG 250P SANARG 300P SANARG 400P 
Model 

ID2000 ID2500 ID3000 ID4000 

Rated Input Voltage V 220/240 380/415 380/415 380/415 

Number of Phase — Single Phase Three Phase Three Phase Three Phase 

Input Rating kVA 8.7 12.5 16 24 

Rated Frequency Hz 50/60 50/60 50/60 50/60 

Rated Duty Cycle % 20 40 30 25 

Max. No-Load Voltage V 62/67 57/62 57/62 57/62 

TIG A 5 - 200 5 – 250 5 - 300 5 - 400 DC Output 
Current STICK A 5 - 160 5 - 250 5 - 300 5 - 400 

TIG V 18 20 22 26 DC Output 
Voltage STICK V 26 30 32 36 

Initial Crater Current A 5 - 200 5 - 250 5 - 300 5 - 400 

Crater Control Function — STD / SLOPE / REPEAT / SPOT 

Up Slope Time Sec 0 - 15 

Down Slope Time Sec 0 - 25 

Gas Pre flow Time Sec 0.0 – 1.0 

Gas Post flow Time Sec 0.0 – 60.0 

Pulse Frequency Hz 0.5 – 500 

Spot Sec 0.5 – 5.0 

Memory — — — 5 channel 5 channel 

Outside Dimension mm W130/H260/D320 W180/H360/D420 W210/H420/D460 W210/H420/D460 

Total Weight Kg 8 18 22 24 

 
 

 




